East Galt Infill Annexation/Simmerhorn Ranch Project
Initial Study

APPENDIX D

NOISE ASSESSMENT


































































Simmerhorn Ranch

City of Galt, California

Figure 5
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Appendix B4: Short Term Noise Monitoring Results

Start: 2019-04-25 09:13:15
Stop: 2019-04-25 09:23:15
SLM: 812

Serial: AO509

Duration:
Leg:

Lmax:

Lso:

Primary noise source is traffic on CA-99 & Simmerhorn Rd.

Ambient noise level is approximately 56 dB.

Site: ST-1
Project: Simmerhorn Ranch
Location: Simmerhorn Rd. - East
Coordinates: 38.2622329°, -121.2958354°
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ST-1
-

Simmerhorn Road

Meter: LDL 812-2
Calibrator: B&K 4230
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Appendix B5: Short Term Noise Monitoring Results .
Site: ST-2

Project: Simmerhorn Ranch Meter: LDL 812-2
Location: Simmerhorn Rd. - West Calibrator: B&K 4230
Coordinates: 38.2621541°, -121.2838617°
Start: 2019-04-25 09:35:10
Stop: 2019-04-25 09:45:10 Noise Measurement Site
SLM: 812 X ;
Serial: AO509

Duration:
Leg:

Lmax:

Lso:
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Primary noise source is traffic on Simmerhorn Road. Traffic on Ty - = Simme,rho;’n Road~
Marengo Road is audible.
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Appendix B6: Short Term Noise Monitoring Results

Start: 2019-04-25 08:38:51
Stop: 2019-04-25 08:48:51
SLM: 812

Serial: AO509

Duration:
Leg:

Liax:

Liin:

Lso:

CA-99 is primary noise source.

Site: ST-3

Project: Simmerhorn Ranch

Location: Crystal Way, adjacent to CA-99

Coordinates: 38.2568973°,

Noise Measurement Site

-121.2911791°

Meter: LDL 812-2
Calibrator: B&K 4230

«

AXELBY

ACOUSTICS

Acoustics - Noise - Vibration




Appendix B7: Short Term Noise Monitoring Results .
Site: ST-4

Project: Simmerhorn Ranch Meter: LDL 812-2
Location: Marengo Rd, near Boessow Rd. Calibrator: B&K 4230
Coordinates: 38.2561509°, -121.2825380°

Start: 2019-04-25 08:10:10

Stop: 2019-04-25 08:20:10 Noise Measurement Site
SLM: 812
Serial: AO509
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Traffic on Marengo Road is the primary noise source.

Boessow Road
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Appendix C: Traffic Noise Calculation

Inputs and Results


































	Simmerhorn Ranch Noise 1-9-19.pdf
	All Appendices 1-9-20.pdf
	Appendix A Saxelby Acoustics
	Appendix B cover
	Appendix B Noise Measurement Data
	Appendix C cover
	Appendix C 190408 Traffic Noise
	Appendix D cover
	Appendix D 190408 FHWA Segments (Multi-Barriers)





